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• GB40 Boost+ Jump Starter
• 40” Micro USB Cable
• 12V USB Charger
• X Connect HD Battery Clamps
• User Guide and Information Guide & Warranty

Retail Packaging:
Dimensions: 4.6”x4.2”x8.2”
Weight: 2.7lbs
UPC: 0-46221-15002-5
Inner Carton:  
Dimensions: 8.5”x4.9”x4.7”
Weight: 3lbs

Master Carton:
Dimensions: 15.6”x9.1”x10.3”
Weight: 18.9lbs
Quantity: 6
UCC: 10046221150022
Units Per Pallet: 360 Units

Internal Battery:

Peak Current Rating:

Lithium Ion

1000A

7000 J

Operating Temperature: -30°C to +50°C

Charging Temperature: 0°C to +40°C

Storage Temperature: -20°C to +50°C

Micro USB (Input): 5V, 2.1A

USB (Output): 5V, 2.1A

Housing Protection: IP65 (w/ Ports closed)

Cooling: Natural Convection

Dimensions (LxWxH): 6.7 x 3.2 x 1.7 in

Weight: 2.4 Pounds

Technical Specifications

(for reference, 
results may vary)Recharging a GB40What’s In The Box

USB Charger Rating

.5A

1A

2A

Charging Time

12hr

6hr

3hr

More Power,
A Fraction Of The Size.

          Manual Override is a special feature designed for rare situations when a    
          vehicle’s battery is below 2-volts. Simply press and hold the manual 
overide button for 3 seconds, until the Boost LED starts flashing, to enter into the 
mode. Press the button again (Or the power button) to exit Manual Override. This 
mode should be used cautiously, as Manual Override disables safety protection 
while enabled. 

Lumens (LEDs): 100L

8X Lighter 

2.3lbs 18lbs

VS

7035joules 3S 6950joules 3S

Leading Traditional Jump StarterGenius BOOST+ TM

8X Smaller
+ Holds Charge 4 Times Longer

“1700”
PEAK AMPS

Patent US 9,007,015 B1
Designed In the USA

Joules   :3S

(Average Temperature)

Available Starting Power (joules)  = Power (w) X Time (sec)

Recharge Unit 
From Any 
USB Or 
12V Port.

Charge Virtually Any 
USB Device, Including 
Smartphones And Tablets. 

2.1AUSB


